
ZIP 51e ZIP 53e ZIP 53i ZIP 55i ZIP 57i & 
57i CT

ZIP 59i

Telephone Features 90-0951e 90-0953e 90-0953i 90-0955i 90-0957i/CT 90-0959i
Number of lines 6 6 9 9 9 9
Multi-line, multi-proxy Y Y Y Y Y Y
Programmable (hard keys/softkeys) 8 (8/0) 8 (8/0) 6 (6/0) 26 (6/6) 30 (0/12) 55 (0/55)
Pre-programmed feature keys 4 4 8 8 8 14

Compatible with 536M Expansion module Y Y Y Y
Compatible with 560M Expansion module Y Y Y
Full-duplex speakerphone Y Y Y Y Y Y
Dedicated headset jack Modular RJ9     

Connector
Modular RJ9 
Connector

Modular RJ9    
Connector

Modular RJ9        
Connector

Display screen size 3 Lines x 16 
char

3 Lines x 16 
char

3 Lines x 16 
char

144 x 75 
pixels

144 x 128 
pixels

640 x 480 Color 
Touchscreen

Backlit display Y Y Y Y
Adjustable display contrast Y Y Y Y Y Y
Visual message waiting indication Y Y Y Y Y Y
Busy lamp field Y Y Y Y Y Y
Do not disturb (DND) Y Y Y Y Y Y
Call waiting display Y Y Y Y Y Y
Call forward Y Y Y Y Y Y
Missed call indicator Y Y Y Y Y Y
Directory Name/Number capacity 200 200 200 200 200 200
Callers log Name/Number capacity 200 200 200 200 200 200
Last Number Redial            
Name/Number capacity

100 100 100 100 100 100

Priority alert/distincitve ringing Y Y Y Y Y Y
Call park/pickup Y Y Y Y Y Y
Multilingual support Y Y Y Y Y Y
Wireless mobility WDCT 2.4 GHz 

FH-SS
Bluetooth

USB Port N N N N N Y

Power Options  

Power Consumption (Watts) 3.85(AC) 3.85(POE) 4.0(POE) 5.0(POE) 5.5/5.7(POE) 8.0(POE)
Optional mid-span PoE injector N Y Y Y Y Y
AC adaptor (included) Y N Y Y Y N

Configuration and Administration
Telephone User Interface Y Y Y Y Y Y
Web User Interface Y Y Y Y Y Y
Encryption of configuration file Y Y Y Y Y Y
Software & Config. - TFTP, FTP, HTTP Y Y Y Y Y Y
Automatic software update Y Y Y Y Y Y

Network Support
10/100 Mbps Switched Ethernet 1 2 2 2 2 Dual Gigabit
802.1p/Q VLAN tagging & QOS Y Y Y Y Y Y
NAT support - phone side Y Y Y Y Y Y
Outbound proxy support Y Y Y Y Y Y
DHCP Y Y Y Y Y Y
SNTP Y Y Y Y Y Y
Protocol Support

IETF SIP (RFC3261) Y Y Y Y Y Y

XML browser Y Y Y Y Y Y
Codex
G.711u-law/A-law, G.729 A/B Y Y Y Y Y Y

Zultys’ ZIP-5 series powerful and flexible IP phones are easy to deploy, easy to operate and enhance 
productivity. Zultys phones can be mixed and matched for various job functions and uses, and                         
interoperate with a number of other 3rd party SIP IP phones and SIP end-points.
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ZIP 5-series Advanced SIP Standard Enterprise IP Phones 

57i & 57i CT The ZIP 57i and 57i CT deliver advanced features in an elegant 
design ideal for demanding operators and corporate executives. 
The 57i CT includes an integrated cordless handset.

Full duplex speakerphone 144 x 128 pixel backlit display
Dual 10/100 Ethernet ports DECT cordless handset (57i CT)
Modular headset connector Hearing aid compatible handset
12 customizable soft keys Wideband audio support
802.3af PoE & AC power Embedded XML browser

55i The ZIP 55i provides an enhanced user experience through a 
generous screen and programmable keys

51e/53e Highly functional ZIP 53e covering the busy office environment 
and ZIP 51e for low call volume applications

Full duplex speakerphone 144 x 75 pixel backlit display
Dual 10/100 Ethernet ports Enhanced directory access
Modular headset connector Hearing aid compatible handset
6 soft & 6 programmable keys
802.3af PoE & AC power

Wideband audio support
Embedded XML browser

53i The ZIP 53i is perfect for cubicle environments or enclosed offices and 
is a good fit for “power users” and low volume users alike

Full duplex speakerphone 3 line x 16 character display
Dual 10/100 Ethernet ports (53e) System directory access
8 programmable keys Hearing aid compatible handset
802.3af Power over Ethernet (53e) Wideband audio support
AC Power pack (51e) Embedded XML browser

Full duplex speakerphone 3 line x 16 character display
Dual 10/100 Ethernet ports System directory access
6 programmable keys Headset support
802.3af Power over Ethernet Enhanced busy lamp fields
AC Power pack Distinctive ringing

The Zultys ZIP-5 Series Phones Fit All Your Needs

59i The ZIP 59i is an executive-level color touch screen gigabit IP phone that delivers a 
rich, high quality user experience that supports customized XML services, bluetooth 
and more.

Full duplex speakerphone 5.7” 640 x 480 color touchscreen
Dual Gigabit Ethernet ports Intuitive graphuc user interface
Built-in USB port Bluetooth
55 customizable soft keys Wideband audio support
802.3af PoE & AC power (optional) Embedded XML browser


